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General Instruction Manual for
Hydrogen and Oxygen Bubbles

4. Instructions for instrument installation

4.1 Unpack and check

4.1.1 Carefully remove the instrument and accessories from the packing case and keep the

packing materials for future transportation or storage. Check the accessories according to
the packing list.

4.1.2 Check for any mechanical damage.

/I Note:
If you have any questions, contact the sales department or the agent immediately.

4.2 The instrument should be placed in a clean, ventilated room with a temperature of 5°C~40C
and humidity of no more than 80%, and avoid direct sunlight. And make sure the ventis not
blockedPlug, make sure there is at least 5cm clearance around the instrument. Be sure not
to place items on the equipment, even if it is temporary.

4.3 Output interfaces on both sides of the instrument. The above text and picture information prom
pts to insert the accessory into the corresponding interface. Then put the accessories neatly on
the accessories rack.

4.4 Description of devices on the back and side of the instrument
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WASTE LIQUID

Waste liquid bottle D (H2,02 ) bottles

——

Apoweroutlet Thefuse The power switch

/1 Note:

* Before handling the instrument, please pour out the liquid in bottles A, B, C, D and waste liquid
bottles. Otherwise, the liquid will enter the instrument in the process of handling, causing
instrument damage!

/i Note:

During use, the instrument will beep and the icon of waste liquid bottle on the interface will
flicker. If it flickers, please pour out the waste liquid in the waste liquid bottle and install a new
waste liquid bottle.
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12. Service life
12.1 The warranty period of the instrument is one year. (Note: except for man-made damage)
12.2 The warranty period of accessories is 3 months. (Note: except for man-made damage).
12.3 If the instrument beyond its service life continues to be used, it shall be tested and
approved by the engineer, and the performance of the instrument shall be tested
regularly by the engineer in the subsequent use.
12.4 Abandoned instruments and parts beyond the service life shall be disposed of in
accordance with relevant local regulations
13.The warranty card
Product Name: Type:
Production date: Factory No.:
warranty card
1. This machine can be replaced with a new one only if it has quality problems
within 7 days from the date of purchase(with the bill), and the main engine is
guaranteed for one year (vulnerable) For those not covered by the warranty or
have passed the warranty period, they can also be responsible for repair and
renewal, and the maintenance fee should be charged appropriately
In case of any failure, the buyer shall bear the return freight and the Seller
shall bear the cost of delivery within half a year from the date of purchase;
if more than half a year, all the freight shall be borne by the buyer.
2. No free warranty service is provided for the following user's personal reasons
(1) Failure caused by unauthorized disassembly and modification of the product;
2 Failure caused by careless falling and falling;
(3 Failure due to lack of reasonable maintenance
(@) Failure caused by failure to follow the correct instruction in the instruction manual;
Customer Name: Purchase date:
Address:
contact number:
Dealer Name: Contact name:
Address:
contact number:
Delivery date:
Warranty records Maintenance date: Delivery date e
Cause of failure: 4 Customer Name:
contact number:
;;%ar‘;“sz?:s':“em”ds Shipping address:
Delivery date
Warranty records Maintenance date: Delivery date model:
Cause of failure: 2 Customer Name:
Treatimentmathods contact number:
ﬂ:%aresuils: Sinpt S
Delivery date:
Warranty records Maintenance date: Delivery dats model:
Cause of failure: 3 Customer Name:
contact number:
:;%ar‘g‘si?‘ts’:"ﬂ““ds Shipping address:
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